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Diameter Assembly type No. of beads/metre

Ø 11,4
Rubber 36-38-40

Rubber + springs 36-38-40

Ø 11,4
Plastic 39-40

Plastic + springs 39-40

Ø 10,4
Plastic 39-40

Plastic + springs 39-40

Monowire for stationary machine

Diameter Assembly type No. of beads/metre

Ø 8,2
Plastic 30-32-35-37-40

Plastic + springs 30-32-35-37-40

Ø 8,8
Plastic 30-32-35-37-40

Plastic + springs 30-32-35-37-40

Ø 9,2
Plastic 35-36-37

Plastic + springs 35-36-37

Ø 10,4
Plastic 30-32-35-37

Plastic + springs 30-32-35-37

Ø 11,4
Plastic 30-32-35-37-40

Plastic + springs 30-32-35-37-40

Diameter Assembly type No. of beads/metre

Ø 11,4 Plastic + springs 30-32

Diameter Assembly type No. of beads/metre

Ø 10,5 Springs 27-28-30-32

Ø 11,0 Springs 27-28-30-32

Diameter Assembly type No. of beads/metre

Ø 10,3 Springs 27-28-30-32

Ø 10,3 Springs 27-28-30-32

Marble quarrying
sintered bead

Diameter Assembly type No. of beads/metre

Ø 7,3 Plastic 35-36-37-38-40

Ø 8,2 Plastic 30-32-35-37

Diamond wire shaping machine


